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· Krunt 1 ja 2
[image: A close-up of a pipe

Description automatically generated]
Asendada PEM sisuga, uued kraanid.
Krunt 3 ja 4
[image: A black pipes on the ground

Description automatically generated]
Asendada PEM sisuga, uued kraanid
· Krunt 7
[image: A pipe with a gauge and a gauge in the ground

Description automatically generated]
Veemõõtja eemaldada, torud ja liitmikud asendada PEM-iga
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[image: A pipe and other objects in a hole

Description automatically generated]


· Krunt 9 ja 10
[image: A close-up of a pipe

Description automatically generated]
Asendada PEM sisuga, veemõõtjad eemaldada.
· Krunt 13
[image: A pipe in a concrete container

Description automatically generated]
Asendada PEM sisuga


· Krunt 14
[image: A hole with pipes and hoses

Description automatically generated]
Liivi haru lekib, veemõõtjad eemaldada, kogu kompleks uus teha.
· Krunt 16
[image: A pipe in a sewer

Description automatically generated]

Asendada PEM sisuga, uued kraanid, soojustus
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[image: A pipe in a concrete bowl

Description automatically generated]
Asendada PEM sisuga, uued kraanid, soojustus
· Krunt 21
[image: A close-up of a bucket

Description automatically generated]
PEM sisu, uued kraanid, soojustus.
image4.jpeg




image5.jpeg




image6.jpeg
o~





image7.jpeg




image8.jpeg




image9.jpeg




image10.jpeg




image1.jpeg




image2.jpeg




image3.jpeg
e
.




